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Highlights In the box

1% High Definition digital mega
* GPS Laongitude pixel camera
ligh Resolution secondary camera b COntroler 1% Ergonomically designed
) i comfortable rugged behind the
head head-set

* Rugged rubber outer to protect DVR * 1% Shoulder mount
W anforcemer

" 1% Cap/helmet mount

1% Controller with secondary
camera and GPS receiver

| % High Definition touch screen
DVR

" 1% Rugged rubber outer for
DVR protection

1% 16 GB of solid state memory

1% 6 hour & 40 minute battery
pack

| Ear phones

1X USB 2.0 lead
| % Video out AN lead

1 Power adapter
| Car charger

1% \Wiater resistant pouch for

DVR

Thick rugged rubber outer ( E & F@ RoHS

to protect OVA
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DVR 720P HD Recording

TFT LCD (Touch Panel) =i : i ...er. 1 t0 32GB built-in and
=== " enclosed solid state memory

{Upgradeab[el
720P rfi-'_;"nfi Coms

Vibration alerts for
on/offirecord/low battery

1. 7TV 4400mA Lithium battery
rechargeable and swappable
(€ hours 40 minutes operation
when fully charged)
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oystem Controller IP67 Rated

Break Foint (HDM| plug)

Bright LED lights ARt
(Blue on / red record) on top and
front of the controller built to be
easily seen by both user and
subject. (Lights can be switched
off in the software under
password protection for covert or
night time use).

Button for taking photographs

Built in GPS receiver

Live tracking capabilities as
well as Longitude, Latitude and
Velocity burnt into the video
footage proving exact location
of where the video footage
was obtained.

Automatic Gain Control (AGC
Microphone

Sony Super HAD 550Th

: day/night CCD camera which
- can be used as the primary or

secondary camera (4.3 mm

: wide angel lens).
- Upon disconnection from

breakpoint or choosing not to
plug in primary camera this
camera will take over or act as
the primary video device.

Positive Action Switches which
cannot be accidentally pressed

otrong insulated cabling
featuring coiled wiring on bath top
and bottom of the contraller
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High Definition Digital Mega Pixel Camera

l-set ergonomically
designed, tough, lightweight
and comfortable

which moulds to your
head shape for extra
comfort

| 3 Pixel
1;‘3 rnch S-any GMOS
B{JD“I“V lines, 0.05lux
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Software Capabilities

ALL SETTINGS ARE PASSWORD PROTECTED

SETTINGS MENU

Recording Settings

Standard
If record setting is 2et to standard, pressing the onfrec button on the controller will begin recording video and audio in approximately 8 seconds.

Pre-event recording

If record settings is set to pre-event, pressing the onfrec button on the controller will start the DVR receding in the buffer zone but will not be written or
stored in the memory. Once an event takes place, hitting the on/rec button on the controller again will begin writing the event to memory as well as a
predetermined setting of 15, 30 or 60 seconds of video and audio before the button was pressed. The video and audio captured in the pre-event section of
the file is recorded in real time with full frame video and audio.

Lhverwriie
If record setting is set to ovenwrite, pressing the onfrec button on the controller will begin recording wideo and audio in approximately 6 seconds, Once the
memaory runs out, the oldest video recorded will be ovenwritien

Other &
lime and Date - Time and Date are set here
Dale formal - There are 2 settings for the date format. YYYYMMDD (USA) and DDMMYYYY (UK/EUAUS)

Preset Recording Mode - Will allow a predetermined recording mode to be set when the DVR is switched on. The three settings are standard, pre-event
and overwrite,

Resume period o presat - WIll allow the user to set a period (when not recording or when the DVR is in the main menu and not being touched) w0 resume
to the preset recording mode. The 3 settings are 15 and 30 seconds when the automatic predetermined recarding mode will resume

ecording - Wil allow & scheduled time to begin recording. There are 4 scheduled imes available.

Back light time out - Will switch off the LCD screen in a predetermined amount of time. There are 4 settings which are no, 30 seconds, 1 minute and 3
minutes, This will save on battary consumption.

ation - Will show how many KB's are left in memoary and the capacity of the storage installed.




huntersystems

G R U

DVR 720P HD Recording

Display
Video Input
=ra Input

Record Mode

Maximum Resolution

Resolution Mode

Frame Rate

Image Quality (bit rate

Video Format
Picture Format
Storage

lime Stamp

Frame Counter Stamp

dattery Charging Time

wer Consumption
Power Supply
Dimensions

VWeig

2.36 Inch RGE 320X240 Colour TFT LCD (Touch Panel)
NTSC/PAL Auto Detection

Analogue Camera /720P Digital Coms Camera
Standard/Pre-Event/Over Write

Above 720P, 1280x960
320x240/640x480/720x480/1024x768/1280x720/1280x960 Real Time
1/5/15/20/25/ 30 fps Adjustable (NTSC)

High(5Mbps) / Medium(3.3M) / Low(2.5M) Adjustable

MPEG-4 ASF file format

Baseline JPEG

Secure Digital Solid State Memory (Supports from 1 to 32GB)
YYYY/MM/DD{America) DD/MM/YYYY (UK - AUS)

Yes

USB 2.0

DCS5V 250mA Max

3.7V 4400mA Lithium Battery (6 hours 40 min operation when fully charged)
360 Minutes (Approximately)

5V 600mA (Average)

DCEV 2A

BB(L)XS3(W)X22(H)mm

60g (without Battery)

Duo-Core CPU computer is recommended when playing videos recorded at 720P

and speciications may be sulject to change without notice

Audax’

MOBILE SECURITY SOLUTIONS




G

R U

Camera

Video Systen

Picture Element
Resolution (H)
CMOS Image Sensor
S/N Ratio

MIN llumination
Electronic Shutte

AGC

Power Supply Voltage

Power Supply Current

huntersystems

P

Dimensions (Incld Lens

VWeight

Design and specificatio

ns may be sub

High Definition Digital Mega Pixel Camera

e\\itness Primary Camera

NTSC & PAL

(H)1280x(V)960

800 TV Lines

Progressive 1/3inch SONY CMOS
More than 52dB (AGC off)
0.05Lux/30IRE@F
1/8~1/30000

+36dB MAX

Serial LVDS RAW Data
2Vp-p(MAX) 10KHz chms Impedance
AGC

4 mm

TBA

DC5 V +/- 5%

220mA

26x80mm

359

2Cl O €N
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System Controller IP67 Rated

Camera eWitness Controller Camera
Video Systen NTSC & PAL
Picture Element NTCS: (H)768 X (V)494; PAL: (H)752 X 582
Resolution (H) 550 TV Lines
CCD Image Sensor Interline 1/3 inch SONY SUPER HAD CCD
S/N Ratio More than 45 dB (AGC off)
MIN llumination 0.2 Lux /30 IRE @ F2.0
Electronic Shutte NTSC: 1/60 - 1/100,000; PAL 1/50-1/100,000
+18 dB MAX
1.0V p-p Compaosite at 75 ohm
2Vp-p(MAX) 10KHz ochms Impedance
AGC
4.3 mm
80 Degrees
Power Supply Voltage 5V+/-0.5V
Paower Supply Current 220mA
Dimensions (Incld Lens 25(W) X 25(H) X 18(T) mm
Weight 229

Design and specifications may be subject to ch
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y icon - Will show a small circle ican in the bottorn keft hand on the main menu screen which shows the amount of storage left in memory

Farmat memory - VWil allow memory to be formatted. This is pasasword protected and the action of formatting memary should be done at l=ast once a month
to prevent bad sectors in the memaory from appearing.

W out setting - Will send the video to an outside source (TV, video recorder etc) in the correct format. The 2 settings are PAL & NTSC
1y - This setting will allow the video to be shown to an external source. The 3 settings are LCD, TV or both

Ylayback mode - Will show how many videos are to be played back when reviewing video captured from your eWVitness device. It will playback a single
video or all videos which means oncs one video has finished being reviewed it will automatically go to the next video and begin replaying it and so on.

Video Thurmbnail - Will show a thumbnail picture of the video in the video playback menu. The 2 settings are on and off.
Thumbrail - Will show a thumbnail picture of the JPEG pictures in the pictures menu. The 2 seffings are on and off.
show - Will show a slideshow of the pictures in the picture menu. The 2 settings are on and off.
veriod - WAll move to the next photo in the slideshow at a predetermined time. The 4 settings are 3, 5, 7 and 10 seconds.
are upgrade - Will upgrade your software within your eWWitness device.

westore factory settings - Will restore your DVR to its original state.

password - Is where you can set a password when the device is switched on before it will work. The 2 settings are on and off

word - s where the password is set. You will need to set the password twice before it is in effect.

USE connecticn password - 15 where you can et a password when the device is plugged into the proprietary USB lead before video can be taken off.
Set USE password - Is where the password s set, You will need to set the password twice before it is in effect.

Deyice history log file - |s where you can set the log file to be on or off. The log file is a text file which cannot be deleted and where every action {j.e. switch
on, press record, delete a file, transfer video etc) is logged. Log files are automatically overwritten after 3 months with the oldest being written over first

Check logs - Is where the log file is located and clicking this setting will allow the log file to be viewsad.

ED - Is where the LED lights on both the DVR and controller can be switched on or off. When the system switches on the LED lights are coloured blue.
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